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CCM Series Hydraulic Cone Crusher
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CCM Series Hydraulic Cone Crusher
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CCM Series Hydraulic Cone Crusher is new series product with high
performance, which absorbs the advanced technology in the world. It is
suitable to crush hard and mid-hard ores and rocks
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Featurs and Benefits:
~ High performance and absorb advanced technology;
~ Fixed main shaft design and optimized cavity, increase crushing capacity;
More uniform composition and better shape of product size;
Standard hydraulic design, simple operation and flexible adjustment;
~ Independent design of single acting cylinder, more stable performance;
~ Integrated base and simplified installation steps;
~ Improved structure, function and good shape are integrated.
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GCM Series Gone Crusher

Fixed spindle

The strongest advantage is that it makes the load—carrying capability of every accessor
more reasonable, power transformation more efficient, it can use greater eccentricity an
higher rotation speed to gain higher production.

Cavity clearing

CCM Series hydraulic cone crusher adopts the mutual independent design of bumper
and cavity clearing and adopts the more stable and reliable single cylinder which high
improves the reliability of the hydraulic system.

Hydraulic discharge opening adjustment

Adjustment of discharge opening for CCM2000 hydraulic cone crusher can be realize
through hydraulic motor driving bowl. Solid-locked cylinder locks the adjustment sleeve
which help you adjust the discharge opening without onsite job.

mproved insurance cylinder, energy accumulator

When load suddenly increase such as tramp iron, hydraulic oil of safety cylinder ca
instantly flow back to energy accumulator, and piston rod rise up rapidly, thereupo
protect the component of crusher and reduce the harm of impact load.

Bowl locking adjustment

After adjusting the discharge opening, bowl can be locked by hydraulic locking cylinde
without locking the wedge or bolt. Bowl can be locked by button pressing, intensity ¢
labor is reduced and downtime is saved, at the same time, reliability of locking can b
ensured.

Integration base

Brand new integration base is composed of installation modules such as master device
motor, belt guard, etc. The integration design simplifies the installation procedures whic
brings customers great convenience.

Optimized cavity, higher production

The cavity employs the features of high production and low consumption; at the sam
diameter of the mantle. It enjoys longer crushing stroke, higher crushing ratio; it ca
take the advantage of the laminating crushing effect when the cavity is full to offer mor
stable particle size and more excellent particle shape.
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Note: The capacity is total tons per hour passing through crusher at open circuit when crushing medium and below hardness material and
bulk density with 1.6x10’kg/m®. Capacities are relative to physical character and type of feeding, feeding size and composition and so on.
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E-mail: yfan@yfmac.com

ZHENGZHOU YIFAN MACHINERY CO., LTD.
8eZnongyan R Xingyang Znengahou Henan 450100.China
Toki26.371 64628852

Faxess 371 61628872
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